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ОГНЕМЕТНОЕ ОРУЖИЕ
ROCKET SYSTEMS

Основные характеристикиBasic Characteristics

Firing range, m:
minimum 800
maximum 45,000

Number of launch tubes 22

Дальность стрельбы, м:
минимальная 800
максимальная 45000

Количество направляющих 22

The system is intended to arm river craft
and amphibious ships, including air-
cushion ones, and ensures:
- engagement of coastal area targets,
equipment and manpower at littoral
areas as well as waterborne targets
(motor boats and craft);
- setup of fire seats.
The system comprises:
- 140mm OF-45 fragmentation rocket;
- 140mm ZZhS-45 incendiary rocket;
- MS-227 (MS-227P) launcher;
- DVU-3-BS range-finder sight.

A-22 OGON SHIPBORNE
ROCKET SYSTEM

ОГНЕМЕТНО-ЗАЖИГАТЕЛЬНЫЙ КОРАБЕЛЬНЫЙ
КОМПЛЕКС А-22 «ОГОНЬ»

Предназначен для вооружения речных и
десантных кораблей, в том числе на
воздушной подушке, и обеспечивает:
- поражение береговых площадных целей,
техники и живой силы в прибрежной зоне,
надводных целей (катеров, плавсредств);
- создание очагов пожаров.
Состав комплекса:
- 140-мм осколочный реактивный снаряд
ОФ-45;
- 140-мм зажигательный реактивный
снаряд ЗЖС-45;
- пусковая установка МС-227 (МС-227П);
- дальномерно-визирное устройство 
ДВУ-3-БС.
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